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Single switched motors or 2 or more motors switched simultaneously 

from a single switch

Systems SG2350, SG4760/70/80 SG4960, SG4970, SG4880, SG8960

20 Series Motors Only

Switch SG0615

2 Way & Off

( Latching)
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System Motor 

Ratings ( 230v)

SG2350 - 0.80 Amp

SG4760 - 0.80 amp

SG4770 - 0.80 Amp

SG4780 - 0.80 Amp

SG4960 - 0.80 Amp

SG4970 - 0.80 Amp

SG4880 - 0.90 Amp

SG8960 - 0.50 Amp
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Plug set SG9916
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To reverse direction on 

command

Swap SL1 & SL2 at plug
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Important

Plug / socket must be wired 

correctly with exposed pins 

on SG9917 fitted to motor tail
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Important

Plug / socket must be wired 

correctly with exposed pins 

on SG9917 fitted to motor tail
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Pre–Wired plug 

SG9917
Male pins 

Female housing

Up to 10 motors 

simultaneously

All tubular motors cumulative 

total load must be 25% below 

the switch / fuse rating

Max 3 motors in parallel for 

SG8960 only

Remarks

Always connect protective 

earth

Always read safety instruction 

in user manual first
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To next motor

Warning : BS6500 - 
Neutral in 4 core flexible 

cable is now coloured 

Grey (Previously Blue)
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