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Silent Gliss Radio Control System Series 20 SG9940 – SG9945 Receiver

Systems SG2195, SG2350, SG4760/70/80,SG4960, SG4970, SG4880, SG5800, 
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SL2 at plug

Motor

E
a

rt
h

 (
G

re
e
n

/Y
e

ll
o

w
)

N
e

u
tr

a
l 

(B
lu

e
)

S
L

1
 (

B
ro

w
n

)

S
L

 2
 (

B
la

c
k

) 

To reverse 

direction on 

command

Swap SL1 & 

SL2 at plug
Female pins

Male Housing

SG9918

S
w

it
c

h
 l

in
e

 2
 (

B
la

c
k

)

N
e
u

tr
a
l 

(B
lu

e
)

S
w

it
c

h
 l

in
e

 1
 (

B
ro

w
n

) 

E
a

rt
h

 (
G

re
e
n

/Y
e

ll
o

w
)

Switch line 1 (Brown) 

Switch line 2 (Black)

Neutral (Blue)

Typical system

Plug set SG9916

Plug 

Socket

Earth (Green Yellow)

Silent Gliss Ltd
Poorhole Lane. 

Broadstairs 

Kent CT10 2PT

Tel 01843 863571

Fax 01843 864503
E-mail: info@silentgliss.co.uk

Web site; www.silentgliss.co.uk
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Male pins  

Female housing
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Transmitters

SG10300 SG10302 SG10303 SG10804

Refer to separate instructions for set-up and commissioning of radio controls

SwitchesTransmitters
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Refer to separate instructions for set-up and commissioning of radio controls

Switches

Dimensions

H40mm x W100mm x D15mm

 System Motor  

   Ratings (230v)

SG2195 – 0.6   amp

SG2350 – 0.80 amp

SG4760 – 0.80 amp

SG4770 – 0.80 amp

SG4780 – 0.80 amp

SG4960 – 0.80 amp

SG4970 – 0.80 amp

SG4880 – 0.90 amp

SG5800 – 2.20 amp

SG8600 – 0.66 amp

SG8640 – 1.00 amp

SG9945 

receiver
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Plug set SG9916
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Earth

1 motor per receiver

Earth

SG11480 SG11490
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