
October 2011

Silent Gliss Manual Override 

Silent Gliss 5090 
Silent Gliss 5200 
Silent Gliss 5400 



1 Product Information 

1.1 Maximum Dimensions 

 
 

Weight Chart SG 5400 with Manual Override 

Weight Chart SG 5200 with Manual Override 

Min. radius 25 cm 5200 / 5400 10 m 
5090 5 m 

3 kg/m per system width 
Total curtain weight: 
10 kg max for bendable track (single stack) 
18 kg max for bendable track (pair stack) 
20 kg max for straight track (single stack) 
30 kg max for straight track (pair stack) 



Weight Chart SG 5090 with Manual Override 

 

1.2 System Configurations 

Single Stack (1x) 

Pair Stack (1x2) 

Multiple Stack (1x…) 

Not possible Not possible 



Manual Override hole distance 80 mm each Distance Manual Override  
Glider SG 6083 +15 mm 

3 Sewing 

3.1 Useful Information 

 
 

See below how the distance from manual override 
to the gliders should look like. 
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See below how the hooks have to be inserted in 
the manual override. 
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 Curtain end should not be longer than 2 cm after 
the last manual override hook-hole. 

2 cm 
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3.2 Glider 

Note: - Only Glider SG 6083 can be used 

3.3 Hooks 

Hook 3012 Hook 3582  Hook 3599 




