
Motorised Roman Blind System
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Silent Gliss® 2350

Product Information
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Profile, Bending and Specification Information

Cassette

64.5

69.468.4

2351

Winding Tube

50

2352

Specification Guide - download from www.silentgliss.co.uk (password required).

System Dimensions

System Option Side Guide (for hard fold only)

Side guides for stabilizing and sloping applications (up to 15°)

BA



Fitting and Sewing information
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Bracket Positioning

10 cm 10 cm80 - 100 cm 80 - 100 cm

Fixing of cords / tapes

50mm

Direct sewed on
latch

Set 0877

B

A
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A

C
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Easy Washing / Easy Maintenance through Cord Release Mechanism

Fitting Options

Ceiling fitting with clamp 3003

min. 100

66



Ceiling fitting with bracket 2521

min. 76

49.6
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Ceiling / Wall fitting with bracket 2363

85

43

38

68.1

Wall fitting with Smart Fix 11200-11204 and bracket 2521

X

62

60-150

16

49.6

Wall fitting with Square Smart Fix 11210-11214 and bracket 2521

X

29

60-150

16

49.6
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Wall fitting with Universal Smart Fix 11154-11156 and bracket 2521

X

62
120-200

16

49.6

Standard Accessories

Optional Accessories
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Sewing Accessories

Useful Measures

4.5

38

3.2

28.5

Motors & Controls

Series 20 Motor Options

Motors Silent Gliss 10322 (20 Series)



Operation is via fixed switch with motor 10322/10522

230 V
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Series 40 Motors

Motors 11241/11242/11244/11245 

Operation Methods

Radio Remote Control System Silent Gliss 9940
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Silent Gliss App “Move”

Motor Silent Gliss 11251/11252 (Smart)

Smart motor to allow integration and control by most major home control systems

Wiring and Connections

Important:
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