
Cord Operated Curtain Track System
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Silent Gliss® 3840

Product Information
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Profile, Bending and Specification Information

22.4

20.9

3841

Specification Guide- download from www.silentgliss.co.uk (password required). 

How to measure

A

B

C

Stack depth Wave

Glider-cord
spacing

Curtain hook
spacing

Approx. curtain
fullness

Stack depth
(a)

Stack width
(b)

Min distance
(c)

6 10 2.1 10 23 per metre of
track + endpiece 8

6 12 2.3 12 23 per metre of
track + endpiece 9

8 14 2.1 14 18 per metre of
track + endpiece 10

8 16 2.3 16 18 per metre of
track + endpiece 11

a

b

a = Stack depth
b = Stack size
c = Min. distance

c

(dimensions in cm)

c
a

c

Wave standard

Glider-cord
spacing

Wave standard with roller gliders

Curtain hook
spacing

Approx. curtain
fullness

Stack depth
(a)

Stack width
(b)

Min distance
(c)

8 14 2.1 14 21 per metre of
track + endpiece 10

8 16 2.3 16 21 per metre of
track + endpiece 11
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System Dimensions

Max. Curtain Weight Chart - 2C Glider

(kg max.)
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Max. Curtain Weight Chart Wave and Roller Glider
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(load limitation max. 2.5 kg per m)
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System Options

Wave Standard curtain heading system

A greater weight may be 
achieved using wave roller glider 6099 (refer to System Dimensions).

SG 3582 SG 6349

SG 6364 SG 6365 SG 10075 SG 10076

SG 6007

80

SG 11302 SG 11303

60

SG 6363

(80mm glider cord only)

Child Safety Device

10483



Max. curtain weight with child safety device
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StandardApplication with Glider / Wave 
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StandardApplication with Roller SG 6098

Fitting Information

Bracket and profile positioning

100 max. 500 max. 500 100

Fitting of clamp 3825

Fitting of bracket 3832



Fitting Options

Ceiling fix with clamp 3825

60 - 100

35

Ceiling fix with bracket 3832

min. 60

20
38

Ceiling fix with bracket 3826

min. 60

27 27

Wall fitting with Smart Fix 11200-11205 and bracket 3826

X

62

60-200

16

27 27



Wall fitting with Square Smart Fix 11210-11215 and bracket 3826

X

29

60-200

16

27 27

Wall fitting with Universal Smart Fix 11154-11156 and bracket 3826

X

62
120-200

16

27 27

Wall fitting with bracket 3836

55
27

27
62

Standard Accessories



Sets

Optional Accessories



Sets

Wave Accessories

Useful Measures

22.5
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